
Pneumatic Clipping Tool 95/16-418 12000060

THE POWER OF FASTENING

More details:

Fastener type
BeA Staples 95
 · Length: 8 - 16 mm

Product strengths
 · Special application

Scope of operation
Furniture and frame construction, Upholstery

Scope of delivery
Sparepart list, User manual

Technical data

EAN 4045759000600

Type of fastener BeA Staples 95

Fastener length min 8 mm

Fastener length max 16 mm

Magazine capacity max 114 pc

Weight 1,4 kg

Driving system Compressed air

Activation method None

Operating pressure min 5 bar

Operating pressure max 6 bar

Air consumption per drive operation 0,7 l (6 bar)

Tool length 210 mm

Tool width 50 mm

Tool height 216 mm

BG eligible for funding No

Declaration of conformity CE, EAC, UKCA

Noise characteristic L pA, 1s according to EN 12549 86 dB(A)

Noise characteristic L WA. 1s, d according to EN 12549 92 dB(A)

Noise characteristic K pA and K WA according to EN 12549 2,5 dB(A)

Weight incl. packaging 1,58 kg
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Pneumatic Clipping Tool 95/16-418 12000060

BeA Staples 95
 · Length: 8 - 16 mm

Related fastener

8 mm Steel, galvanized10000433 Chisel point

Length Point typeItem No. Material

10 mm Steel, galvanized10000437 Chisel point

12 mm Steel, galvanized10000439 Chisel point

14 mm Steel, galvanized10000441 Chisel point

16 mm Steel, galvanized10000444 Chisel point

8 mm Steel, galvanized10000834 Chisel point

10 mm Steel, galvanized10000835 Chisel point

12 mm Steel, galvanized10000836 Chisel point

14 mm Steel, galvanized10000837 Chisel point

16 mm Steel, galvanized10000838 Chisel point

Other variations and sizes on request

Access all Declarations of Performance (DoPs) and CE-Label on our website
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