
T-Nailer T25-155 RapidClip® 12000244

THE POWER OF FASTENING

More details:

Fastener type
BeA T-Nails
 · Length: 13 - 25 mm

Scope of operation
Furniture and frame construction, Upholstery

Scope of delivery
Sparepart list, User manual

Technical data

EAN 4045759002437

Type of fastener BeA T-Nails

Fastener length min 13 mm

Fastener length max 25 mm

Magazine capacity max 82 pc

Weight 2,7 kg

Driving system Compressed air

Activation method Single activation with activation ensurance

Operating pressure min 6 bar

Operating pressure max 8 bar

Air consumption per drive operation 1,5 l (6 bar)

Tool length 295 mm

Tool width 70 mm

Tool height 248 mm

BG eligible for funding No

Declaration of conformity CE, EAC, UKCA

Noise characteristic L pA, 1s according to EN 12549 79 dB(A)

Noise characteristic L WA. 1s, d according to EN 12549 87 dB(A)

Noise characteristic K pA and K WA according to EN 12549 2,5 dB(A)

Vibration value ahd according to ISO 8662 4 m/s²

Weight incl. packaging 2,9 kg
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T-Nailer T25-155 RapidClip® 12000244

BeA T-Nails
 · Diameter: 2,2 mm
 · Length: 15 - 25 mm

Related fastener

2,2 mm x 21 mm Steel, galvanized, extra hard10200042 Smooth shank

Diameter x Length Nail shankItem No. Material

2,2 mm x 15 mm Steel, galvanized, extra hard10200257 Smooth shank

2,2 mm x 18 mm Steel, galvanized, extra hard10200258 Smooth shank

2,2 mm x 25 mm Steel, galvanized, extra hard10200259 Smooth shank

Other variations and sizes on request

Access all Declarations of Performance (DoPs) and CE-Label on our website
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